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Introduction

The purpose of this manual is to introduce operators 
to the operational procedures of the TOP SELECT™ 
recycling truck. For information regarding 
maintenance procedures, refer to the related TOP 
SELECT™ Maintenance Manual.

Introducing the TOP SELECT™
The TOP SELECT™ is a recycling unit built for manual 
and semi-automated collection of residential 
recyclable material.

The TOP SELECT™ optimizes collection operations by 
offering 2 to 7 compartments for pick-up of different 
streams at curbside, for precise on-site sorting. The 
body-mounted partitions are put on rollers for easy 
adjustability every 6 inches.

The TOP SELECT™ ensures smooth operation of the 
loading bucket through fully-adjustable hydraulic 
cushioning found at each end of the dump-and-return 
cycles.

The TOP SELECT™ can be configured through a variety 
of options such as wider loading buckets and auto-lock 
attachments for carts.

TOP SELECT™ units are designed to be operated by 
only one person at a time, and they use a series of 
hydraulic, mechanical, and electrical systems to 
perform their work routine.

Product Overview

TOP SELECT™ units are equipped with a set of buckets 
on one side of the body — usually on the right-hand 
side (single bucket system). Some trucks may even 
have buckets on both sides of the body (dual bucket 
system), allowing easy collection of recyclables on 
both sides of the street.

Warning! The TOP SELECT™ unit must be operated by 
only one person.
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Figure 1-1      The TOP SELECT™

Body’s main components are the compartments (see Figure 1-2), buckets (see Figure 1-3), tailgate 
(see Figure 1-4), and the hydraulically-operated MAXIMIZER™ (optional) [see Figure 1-5].

The TOP SELECT™ can accommodate up to seven adjustable compartments or divisions. Each of 
these compartments can collect a specific type of recyclable, such as glass, paper and plastic. The 
buckets are used by the operator to sort the recycling materials. What has been put in the buckets is 
then dumped into the body compartments. There are as many buckets as there are compartments. 
Each bucket is assigned to a specific compartment and, of course, to a specific type of recyclable.

Figure 1-2      Compartments inside a TOP SELECT™ body

Figure 1-3      Buckets



Introduction 3
The tailgate is the rear door that prevents recyclable materials in the rear compartment from exiting 
the body during collection. At a recycling center, the tailgate is raised to enable discharge of the 
recyclables.

Figure 1-4      Tailgate

The MAXIMIZER™ (optional) offers on-the-route hydraulic compaction and compartment 
adjustment for added flexibility.

Figure 1-5      MAXIMIZER™ (optional)

Most of the switches and controls that regulate and control the various functions of the truck are 
found in the cab. TOP SELECT™ cabs are offered in two models: standard and converted. Converted 
cabs come with curbside driving position for optimal one-man operation (see Figure 1-6).
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Figure 1-6      TOP SELECT™ converted cab

Key Features of the TOP SELECT™

- Built for manual and semi-automated collection of residential recyclable material

- Curbside recycling

- Highly flexible

- Wide variety of configurations

- Can accommodate up to 7 adjustable compartments for precise on-site sorting

- No tools required for adjusting the size of the compartments

- Easy and safe one-man operation

- Smooth operation and maximum productivity

- Designed with a unique over-the-top system

- Needs minimum maintenance

- (Optional) wider loading buckets and auto-lock attachments for carts

- (Optional) bucket system on both sides of the body
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To Contact Labrie Plus

In the U.S.

Address: 1981 W. Snell Road

Oshkosh, WI 54904

Toll Free: 1-800-231-2771

Telephone: 1-920-233-2770

General Fax: 1-920-232-2496

Sales Fax: 1-920-232-2498

Parts and warranty: During business hours, 7:00 AM to 7:00 PM Central Standard Time

Technical Support Service: Available 24 hours

In Canada

Address: 175 Route du Pont

St-Nicolas, QC G7A 2T3

Toll Free: 1-877-831-8250

Telephone: 1-418-831-8250

Service Fax: 1-418-831-1673

Parts Fax: 1-418-831-7561

Parts and warranty: During business hours, 8:00 AM to 5:00 PM Eastern Standard Time

Technical Support Service: Available 24 hours

Website: www.labriegroup.com

E-mail: sales@labriegroup.com

IMPORTANT: For technical support and parts ordering, the serial number of your vehicle is required. Therefore, 

Labrie Enviroquip Group recommends to keep record of the information found on the VIN plate, 

which is located in the cab.
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Safety

Safety is always of prime importance when operating 
any type of equipment. All operators working with the 
TOP SELECT™ recycling truck must be aware of the 
safety practices and features detailed in this section.

Conventions

Basic Safety Notions
The following safety notions are related to the use of 
the TOP SELECT™. It is important to point out that the 
safe use of the vehicle remains the user’s responsibility. 
He must heed all safety notions explained in this 
manual and on the decals that are on the vehicle.

Danger! Indicates a hazardous situation which, if 

not avoided, will result in serious injury or 

death.

Warning! Indicates a hazardous situation which, if 

not avoided, could result in serious injury 

or death.

Caution! Indicates a hazardous situation which, if 

not avoided, may result in minor or 
moderate injury.

Danger! Always be aware of the vehicle’s 

surroundings to make sure that no 

pedestrians, passersby, bystanders, or 

other people or vehicles are in any way 

exposed to any danger caused by the 

use of the TOP SELECT™.
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Responsibilities
Safety is everybody’s responsibility. Both employer and employee must play their part to ensure the 
safety of the operator, the vehicle, and its immediate surroundings.

Employer Responsibilities

It is the responsibility of the employer:

To ensure that the TOP SELECT™ is operated in accordance with all safety requirements and codes, 
including all applicable regulations, the Occupational Safety and Health Act (OSHA), and the 
American National Standards Institute (ANSI).
To ensure that employees are qualified for operating the vehicle and its equipment, and that they 
all take safety measures before using them.
To properly maintain all mobile equipment to meet all provincial/state and federal safety 
standards.
To supply adequate instructions and training for the safe use of the vehicle and its equipment 
before assigning an employee to such vehicle/equipment.
To keep the vehicle maintained and properly adjusted to meet the manufacturer’s standards and 
recommendations. For help or for more information, please contact the manufacturer or any of its 
authorized representatives.
To keep records of all vehicle breakdowns and malfunctions, as well as any inspection and 
maintenance.
To ensure that all failures or malfunctions that may be affecting the safe use of the vehicle are 
repaired before the vehicle is put back into operation.
To make sure that the unit is equipped with appropriate lighting.
To regularly accompany the vehicle operator and take measures to ensure the smooth and safe 
operation of the vehicle.
To make sure that the backup alarm works properly when the vehicle is in reverse, the body rises 
or the tailgate opens.
To take necessary measures to correct any damage or malfunction reported by any employee.
To regularly inspect unit(s), including all safety equipment.
To establish a “lockout/tagout” procedure and ensure its application any time inspection, repair 
or maintenance is performed on the vehicle, regardless of whether it takes place on the road or in 
the garage.
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Employee Responsibilities

It is the responsibility of the employee:

To enforce all safety measures to meet the requirements established by the employer.
To operate the TOP SELECT™ only after having received proper instructions and training.
To perform routine daily unit inspections.
To use the unit as per the manufacturer’s guidelines only.
To make sure that nobody is near the vehicle before activating any of the controls, and to be 
prepared to stop at any indication of possible danger.
To immediately report any damage or malfunction of the vehicle to the employer or supervisor.

Things to Do
Inspect the body and all systems at the beginning of each day.
Make sure that the area is clear of any people or possible obstructions.

IMPORTANT: Be extremely cautious in areas where small children may be present.

Wear safety glasses and footwear, gloves, and any other safety equipment when loading.
Check mirrors, windows, lights, and monitor equipment are clean and adjusted properly.
Check for explosive trash.
Use caution when driving with an unevenly distributed load.
Inspect for overhead hazards (e.g. power lines) prior to hoisting body or using loading bucket.
Always use the body safety prop when servicing under the body.
Always use the tailgate safety prop before entering the area between the main body and the 
tailgate.
Obey all warning and operation decals.

Things to Avoid
Do not operate any vehicle while under the influence of alcohol, narcotics or other intoxicants.
Do not talk on a cell phone or listen to loud music while driving.
Do not wear jewelry or loose clothing.
Do not leave the vehicle before it is brought to a complete stop and work brake or parking brake is 
applied.
Do not enter the main body unless the engine is shut off, the key is removed and there is an out-of-
service tag on the steering wheel (see Locking Out and Tagging Out the Vehicle on page 42).
Do not hoist the body on uneven ground.
Do not back up the vehicle when the body is raised.
Do not drive with the tailgate fully open unless it is to unload body contents at the recycling 
station.
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Do not use the body safety prop to prop a loaded body.
Do not operate this vehicle if there are any signs of damage or incomplete repairs.

General Precautions

Read and make sure that you fully understand this manual and all safety decals before operating 
this vehicle. Maintenance personnel must also read and understand the Maintenance Manual for 
this vehicle. In case of doubt, ask a supervisor for clarifications.
TOP SELECT™ units must be operated by only one person.
Before every work day, inspect the body and any system that might compromise the safety of the 
public and/or the operator.
Verify that the accelerator pedal, the steering wheel, mirrors, brakes, and turn signals are in good 
working order.
When driving the vehicle, keep both hands on the steering wheel at all times.
Stop the vehicle completely and put on the parking brake or the temporary handbrake (if 
equipped) before leaving the driving position.
When the vehicle is parked, the parking brake must be applied.
Operators shall make sure that people and obstructions are far away from the vehicle before 
opening/closing the tailgate and/or raising/lowering the body.
Report any doubts that you might have and any safety service requirements regarding this vehicle 
to a supervisor.
When removing nylon locknuts, always replace them by new ones.
Never drive this vehicle with the tailgate unlocked.
For any work (including cleaning and inspection) that has to be done between the body and the 
chassis, always use the body safety prop. Also, the vehicle must be on level ground.
Do not try to repair anything behind the MAXIMIZER™ (if installed) when it is working or when the 
engine is still running. Personnel authorized to get into the body must first lock out and tag out the 
vehicle, as required by the employer. For more information, see Locking Out and Tagging Out the 
Vehicle on page 42.
For right-hand side operation during collection, the maximum speed, if permitted, is 20 mph 
(32 km/h). Keep both hands on the steering wheel at all times for better driving control.

Caution! Do not use damaged equipment.

Danger! Operators must adhere to the following precautions at all times. Failure to do so may 

result in vehicle and/or property damage, personal injury, or even death.
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Never, under any circumstances (maintenance or otherwise), stand underneath a loaded body.

Warning! Before opening/closing the tailgate and/or raising/lowering the body, always make sure 

that there is no one behind the vehicle.

Warning! Make sure that all people and obstructions are sufficiently cleared from the loading 

bucket before moving it. Failure to do so may result in unit and/or property damages, 

personal injury or death.

Warning! Make sure there is enough clearance between raised container and overhead power 

lines. The side bucket must not come in direct contact with the electrical cables for the 

power to go through the unit. If the unit comes in contact with a power line, stay in the 

cab and keep away from any metal parts.

Warning! Wear safety glasses, gloves and protective footwear at all times.

Warning! Do not stand anywhere near the MAXIMIZER™ (if installed) when it is working or when the 

hydraulic pump is running.

Warning! Do not climb into body compartments using the side bucket.

Warning! Prior to changing driving position, stop the vehicle, apply the parking brake, press the 

emergency push-button and stop the engine. Properly adjust mirrors and set the driving 

control switch to the new driving position before starting the engine.
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Fire
The employer must inform and train all personnel on the measures that must be taken in case of a 
vehicle and/or loaded body catching fire.

Anytime a loaded vehicle is brought inside a garage, fire extinguishers shall be close at hand.

The employer must also inform employees of an appropriate place to unload the body near the 
maintenance facility (preferably away from traffic, surface drains, and ditches).

TOP SELECT™ vehicles are equipped with a 5-lb fire extinguisher, which is located inside the cab. A 20-
lb fire extinguisher may also be installed as an option. Each fire extinguisher must be checked 
regularly by qualified personnel.

Figure 2-1      5-lb fire extinguisher (left); 20-lb fire extinguisher (right)

Safety Kits
A first aid kit, a flare kit and a triangle kit are provided with the truck.

Location of Safety and Informative Decals
Pay careful attention to all safety, warning and informative decals while working in and around the 
TOP SELECT™. Keep your decals clean and in good condition at all times. For replacement decals, 
please call LabriePlus. Decals may vary from one unit to another depending on the options and 
features installed on the unit. The following is an illustrated list of decals, but not limited to.

IMPORTANT: Report any damaged or missing decals to your supervisor.

IMPORTANT: Decals must be obeyed at all times.
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Decals on Body

15489 15490

47422
121033 - English/Spanish
79853 - English/French

47290
84123 - English/Spanish
84122 - English/French

47292
84058 - English/Spanish
84057 - English/French

43816
84040 - English/Spanish
79865 - English/French

Optional
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43817
121032 - English/Spanish
79868 - English/French

43866

43868

Optional

43952

47260
120977 - English/Spanish
79833 - English/French

47262
120978 - English/Spanish
79834 - English/French

84117 - English/Spanish
84116 - English/French

84119 - English/Spanish
84118 - English/French
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47264

84052 - English/Spanish
84051 - English/French

47324

84125 - English/Spanish
84124 - English/French

Height depends on truck configuration

47394 47352
84073 - English/Spanish
79851 - English/French

47554
79768 - English/Spanish
79856 - English/French

47340
84127 - English/Spanish
84126 - English/French

84129 - English/Spanish
84128 - English/French
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47286
84054 - English/Spanish
79844 - English/French

47374
84076 - English/Spanish
84075 - English/French

47350
84072 - English/Spanish
79850 - English/French

84143
84142 - English/French

47304

120989 - English/Spanish
79846 - English/French

47320
47321 - French
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47396 47402

84155 - English/Spanish
84154 - English/French

47638

84349 - English/Spanish
84350 - English/French

32411

Optional

47256

84419 - Spanish
159761 - French
Optional

32307 or
32308 or
32311

84131 - English/Spanish
84130 - English/French
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97832 84447 - Spanish
159759 - French

159856 159858 - Spanish
159857 - French

159852
58704 - French

Optional Optional

Optional



Safety 19
9479

84348 - Spanish
13292 - French
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Decals on Tailgate

32411

Optional

32414

84418 - Spanish
159760 - French

Optional

47274

47777 - English/Spanish
79839 - English/French

47266

120973 - English/Spanish
79835 - English/French

47268

120974 - English/Spanish
79836 - English/French

43868

84117 - English/Spanish
84116 - English/French

Optional

43952

84119 - English/Spanish
84118 - English/French
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47310
47311 - French

Optional

47264

84052 - English/Spanish
84051 - English/French

84143
84142 - English/French

47638

84349 - English/Spanish
84350 - English/French

47262
120978 - English/Spanish
79834 - English/French

47260
120977 - English/Spanish
79833 - English/French

47374
84076 - English/Spanish
84075 - English/French
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Decals inside Cab

32272

47420
84420 - Spanish
159755 - French

104539 84032 - English/Spanish
84031 - English/French

43850

84001 - English/Spanish
79822 - English/French

47284
120980 - English/Spanish
79843 - English/French
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84189
84188 - English/French

47276
84303 - English/Spanish
79840 - English/French

84143
84142 - English/French

47340
84127 - English/Spanish
84126 - English/French

43952

84119 - English/Spanish
84118 - English/French

43868

84117 - English/Spanish
84116 - English/French

84145
84144 - English/French

Value depends on the truck model

43856
84302 - English/Spanish
79823 - English/French
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43858
84343 - English/Spanish
79824 - English/French

43862
47768 - English/Spanish
79825 - English/French

43864
84347 - English/Spanish
84496 - English/French

43866
43867 - French

43872
43873 - French

43870
84345 - English/Spanish
43871 - French

43890
43891 - French

Optional Optional
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43876
84019 - English/French

43878
47769 - English/Spanish
79827 - English/French

43880
47770 - English/Spanish
79828 - English/French

43888
84346 - English/Spanish
79829 - English/French

43874
159751 - English/Spanish
79826 - English/French

43900
84358 - English/Spanish
79830 - English/French

43906
43907 - French

43944
84344 - English/Spanish
84000 - English/French

47451
84497 - English/Spanish
84026 - English/French

47622
84359 - English/Spanish
79858 - English/French

47426 43958
43959 - French

47370
84355 - English/Spanish
47371 - French

43950
43951 - French
Optional
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47300
84371 - English/Spanish
84370 - English/French

32311

47564

43982

79832 - English/French

43786

79817 - English/French

43790
84304 - English/Spanish
79818 - English/French

84306 - English/Spanish

84146 - English/Spanish
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43792
84023 - English/Spanish
84022 - English/French

43794
84147 - English/Spanish
79819 - English/French

43796
84379 - English/Spanish
79820 - English/French

43798
79821 - English/French

43868 43920
84044 - English/Spanish
84043 - English/French

43922
84046 - English/Spanish
84045 - English/French

43952

84117 - English/Spanish
84116 - English/French

84119 - English/Spanish
84118 - English/French

Optional

Optional
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43956
43957 - French

43972
84148 - English/Spanish
79831 - English/French

43986
84121 - English/Spanish
84120 - English/French

47276
84303 - English/Spanish
79840 - English/French

47296
47297 - French

47340
84127 - English/Spanish
84126 - English/French

47394 47396
84131 - English/Spanish
84130 - English/French

84129 - English/Spanish
84128 - English/French
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47398
84133 - English/Spanish
84132 - English/French

47400
84135 - English/Spanish
84134 - English/French

47440
84078 - English/Spanish
79855 - English/French

47514
84137 - English/Spanish
84136 - English/French

47603

47604 - French

43850

84001 - English/Spanish
79822 - English/French

47610

84021 - English/Spanish
84020 - English/French

47586

84113 - English/Spanish
84112 - English/French
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104092

104093 - Spanish
104091 - French

97838
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Safety Features

Global Motion Sensors (optional)

These rear bumper-mounted sensors set the parking brake and sound a buzzer when an obstruction is 
detected behind the unit.

The main components of this system are the control box (in the truck cab), sensors (on the rear 
bumper) and the solenoid valve (on the chassis).

NOTE: This system is activated when the transmission is in reverse.

IMPORTANT: Global motion sensors must be kept clean to ensure proper operation of the system. If the lenses are 

allowed to become dirty, system range will be decreased.

For more information on this system, including sensor adjustment, refer to the system manufacturer’s 
installation manual.

Back Up Alarm

The back up alarm sounds when the transmission is put into reverse or when the tailgate opens.

Body Safety Prop

Safety props ensure that heavy body parts will not move inadvertently.

Setting the Body Safety Prop

The body safety prop ensures that an empty body will not lower when you are working underneath it.

Warning! The operator must read the system manufacturer’s installation manual before using this 

optional feature.

Danger! Always set the body safety prop when performing maintenance underneath a raised 

body. Failure to do so may result in severe injury, or even death.
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Figure 2-2      Body safety prop

To set the body safety prop:

1. Make sure that there is enough clearance above the body to raise it safely.
2. Start the engine.
3. Raise the body until the safety prop is free to tilt under it.
4. Release the safety prop using the safety prop handle and position it adequately.

Figure 2-3      Safety prop handle

5. Lower the body until it rests on the safety prop.
6. Lock out and tag out the vehicle (see Locking Out and Tagging Out the Vehicle on page 42).
You can now work safely underneath the body.
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Putting the Body Safety Prop Back in Place

To put the body safety prop back in place:

1. Make sure that there is enough clearance above the body to raise it safely.
2. Start the engine.
3. Raise the body until the safety prop can move freely.
4. Put the safety prop back in its place.
5. Lower the body.

Tailgate Safety Prop

The tailgate safety prop is used to support and keep the tailgate open during inspection or 
maintenance procedures. It is mandatory to set the safety prop every time the tailgate is open for such 
purposes.

IMPORTANT: Make sure that the body is empty before using safety props.

Setting the Tailgate Safety Prop

To set the tailgate safety prop:

1. Make sure that the body is empty.
2. Remove the tailgate-locking safety pin.

Figure 2-4      Safety pin

Warning! The tailgate safety prop shall be set each time the tailgate is open for inspection or 

maintenance purposes.

Warning! Always use the tailgate safety prop when working under a raised tailgate. The prop must 

be used even if the tailgate is fully raised. Failure to do so may cause serious injury or even 

death.



34 Safety
3. Start the engine.
4. Turn the pump switch ON.

5. With the TAILGATE control lever on the cab console, open and raise the tailgate by about 3 feet 
(enough to tilt the safety prop).

6. Tilt the prop into position and install the safety pin (see Figure 2-5).

Figure 2-5      Prop safety pin

7. Lower the tailgate onto the safety prop using the TAILGATE control lever on the cab console.

Putting the Tailgate Safety Prop Back in Place

To put the tailgate safety prop back in its home position:

1. Start the engine.
2. Turn the pump ON.
3. Raise the tailgate by about 3 feet.
4. Remove the prop safety pin (see Figure 2-5).

Danger! Prior to raising the tailgate, make sure that no one is standing behind the vehicle and that 

the body is empty.

Danger! Stand clear of tailgate path while setting the safety prop.
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5. Raise the tailgate safety prop up to its storage position (see Figure 2-6).

Figure 2-6      Tailgate safety prop in storage position

6. Reinstall the safety pin into the base upper hole to secure the tailgate safety prop (see Figure 2-6).

7. With the TAILGATE control lever on the cab console, lower and close the tailgate completely.
The TAILGATE UNLOCKED/BODY RAISED light indicator should turn off (see Figure 2-7).

8. Put back the tailgate-locking safety pin (see Figure 2-4).

Figure 2-7      TAILGATE UNLOCKED/BODY RAISED indicator light

Danger! Stand clear of tailgate path while putting the safety prop back in its home position.

Safety pin
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Securing Tailgate Safety Pin

The tailgate safety pin ensures that the tailgate cannot be opened accidentally. This pin must be in 
place unless you are unloading refuse or servicing the tailgate. Remember these two (2) critical 
points:

Before operating the TOP SELECT™, secure tailgate with the provided safety pin (located on the 
lower-right corner of the tailgate) [see Figure 2-8].
Before opening the tailgate, remove the tailgate safety pin (see Figure 2-9).

Figure 2-8      Tailgate safety pin in locking position

Figure 2-9      Tailgate safety pin in storage position

Camera System (optional)

TOP SELECT™ units can be equipped with up to four (4) cameras; one on the left-hand side mirror 
(see Figure 2-12), one at the center of the tailgate (see Figure 2-10), and one on each side of the 
tailgate (see Figure 2-11).

Warning! Any vehicle with a tailgate not properly secured by a manual locking device (i.e. a tailgate 

safety pin) is considered unsafe and may not be operated on the highway.
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The operator can switch from one camera to the other using a selector switch located on the 7” LCD 
color monitor installed in the cab. However, there is an automatic mode that switches to the tailgate 
center camera as soon as the transmission is put in reverse. When the transmission is in reverse, the 
operator cannot shift from one camera to the other.

Refer to the camera manufacturer’s manual for more information.

Figure 2-10      Camera at center of tailgate

Figure 2-11      Cameras on both sides of tailgate

Figure 2-12      Camera on streetside mirror
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Safety Lockout Tests
The safety lockout tests are part of your daily inspection. Successful completion of these tests ensures 
that your unit is safe to operate. If any of these tests fail, do not operate your unit until the appropriate 
adjustment or service has been completed.

IMPORTANT: Your TOP SELECT™ unit may be equipped with other safety lockout options not mentioned herein. 

Consult your supervisor and/or maintenance department if you have questions or you are in doubt.

Bucket Limit Switch

Successful completion of this test ensures that the back up alarm sounds as soon as the bucket starts 
moving.

For this test, do the following:

1. Make sure all partitions are secured.
2. Make sure the overhead clearance is sufficient and the roof is clear of any obstacles.
3. Start the engine.

Wait for air pressure to reach at least 70 psi.
4. Turn the hydraulic pump ON.
5. Raise the bucket by about a foot using the bucket joystick (see Figure 2-13).

Figure 2-13      Loading bucket joystick

NOTE: If the joystick is equipped with a deadman button (see Figure 2-14), press this button and keep 
it pressed to operate the loading bucket.

6. Confirm that you hear the back up alarm.

Warning! Always stand clear when using side loading bucket.
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If the back up alarm is not sounding, notify your maintenance supervisor immediately. The 
bucket limit switch (see Figure 2-15) may need to be adjusted or replaced. For the proper 
adjusting procedure, refer to the Limit and Proximity Switches section in the Maintenance Manual.

Figure 2-14      Deadman button

Figure 2-15      Side bucket limit switch

Tailgate Unlocked Limit Switch

Successful completion of this test ensures that the TAILGATE UNLOCKED /BODY RAISED indicator 
light (see Figure 2-7) glows red, and the back up alarm and in-cab buzzer sound when the tailgate is 
unlocked and moving upward.

For this test, proceed as follows:

1. Remove the tailgate-locking safety pin (see Figure 2-4).
2. Ensure that the parking brake is applied.
3. Start the engine.

Wait for air pressure to reach at least 70 psi.
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4. Engage the hydraulic system.

5. Using the TAILGATE control lever, unlock the tailgate.
The in-cab buzzer and the back up alarm should now be heard, and the TAILGATE UNLOCKED/
BODY RAISED indicator light should now illuminate. This should stay as is until you lock back the 
tailgate.
If the TAILGATE UNLOCKED/BODY RAISED indicator light does not illuminate and no back up 
alarm nor in-cab buzzer is heard when the tailgate is unlocked, notify your maintenance 
supervisor immediately. The tailgate unlocked limit switch (see Figure 2-16) may need to be 
adjusted or replaced. For the proper adjusting procedure, refer to the Limit and Proximity 
Switches section in the Maintenance Manual.

6. Using the TAILGATE control lever, lock back the tailgate.
As soon as the tailgate is locked back, the in-cab buzzer and the back up alarm stop sounding and 
the TAILGATE UNLOCKED/BODY RAISED indicator light turns off.

7. Put back the tailgate-locking safety pin.

Figure 2-16      Tailgate unlocked limit switch

Warning! Make sure no one is standing behind the vehicle before opening the tailgate.

Caution! Check for sufficient clearance above the vehicle before operating the tailgate.
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Body Raised Limit Switch

Performing this test ensures that the back up alarm and the in-cab buzzer sound, and the TAILGATE 
UNLOCKED/BODY RAISED indicator light illuminates as soon as the body reaches a certain height on 
its way up (about 1 foot above the chassis).

NOTE: The body should always be seated unless unloading or servicing is being performed.

To perform this test:

1. Check for overhead clearance before raising the body.
2. Ensure that the parking brake is applied.
3. Start the engine.

Wait for air pressure to reach at least 70 psi.
4. Engage the hydraulic system.
5. Raise the body using the in-cab BODY control lever and note when the TAILGATE UNLOCKED/

BODY RAISED indicator light on the console illuminates and the buzzer and back up alarm sound. 
All should occur when the body reaches about 1 foot above the chassis.
If the TAILGATE UNLOCKED/BODY RAISED indicator light does not illuminate and the buzzer/
back up alarm does not sound, notify your maintenance supervisor immediately. The body raised 
limit switch (see Figure 2-17) may need to be adjusted or replaced. For the proper adjusting 
procedure, refer to the Limit and Proximity Switches section in the Maintenance Manual.

6. Using the BODY control lever, lower the body until it rests on the chassis.
As soon as the body is lower than 1 foot above the chassis, the in-cab buzzer and the back up 
alarm stop sounding and the TAILGATE UNLOCKED/BODY RAISED indicator light turns off.

Figure 2-17      Body raised limit switch

NOTE: This safety feature is provided to warn people around that the truck is unloading and the driver 
that the body is still raised.
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Cleanliness
Cleanliness is part of safety. Take the time to clean all the lights and safety decals on your truck, so the 
surrounding pedestrians and drivers will be aware of the truck at all times. Rake dirt out of the body 
once it has been unloaded. Some units may be equipped with clean-out tools as an option. If your unit 
is equipped with such tools, they are usually found on the body front-end.

If your truck is equipped with cameras with no lense protectors, make sure that all lenses are clean.

For more details on cleaning your TOP SELECT™ unit, please go to page 91.

Locking Out and Tagging Out the Vehicle
This recommended lockout/tagout procedure should be followed whenever inspection, repair or 
general maintenance work is being done on your TOP SELECT™ unit, whether on the road or at the 
shop.

To lock out and tag out a TOP SELECT™ vehicle:

1. Park the vehicle on safe level ground, and apply the parking brake (see Figure 2-18).

Figure 2-18      Parking brake button

2. Make sure that the body is completely unloaded.
3. Switch off the hydraulic pump.
4. Move any of the hydraulic or pneumatic controls to relieve any residual pressure in the system.
5. Turn off the engine, remove the key from the ignition, store it in a safe and controlled area 

(preferably on yourself), and tape over the ignition switch.
6. Turn off and lock the master switch.

IMPORTANT: The battery set of the TOP SELECT™ is equipped with a master switch (see Figure 2-19) that must be 

turned off.

Caution! Failure to follow the lockout/tagout procedure may result in serious injury or death.
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Figure 2-19      Master switch

7. Chock all wheels.
8. Put an “OFF SERVICE” tag on the driver’s wheel and on the front windshield.
9. Use safety props to block any system that could move by gravity (open tailgate, raised body, etc.).
10. Drain all air tanks (see Figure 2-20).
11. Verify and inspect any security device and/or mechanism to make sure that there is no bypass 

and that they are all functional.

Shutting Down the Vehicle
If the vehicle has to be stored for an extended period of time, follow the chassis manufacturer’s 
shutdown and maintenance requirements.

Also:

1. Park the vehicle on hard level ground, and apply the parking brake (see Figure 2-18).
2. Make sure that all moving parts are in their “home” position (tailgate, loading bucket, body, etc.).
3. Turn off, in sequence, the hydraulic pump, the electrical system, the engine and the master switch 

(see Figure 2-19).
4. Drain all air tanks.

Figure 2-20      Air-tank drain valves (optional setup)
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Prior to Start Up
Before starting the vehicle:

Turn the master switch ON (see Figure 2-19).
Make sure no system will engage and/or start to operate as you start the engine.
Make sure the shut-off valve on the hydraulic tank is fully open before starting the vehicle 
(see Figure 2-21).

Figure 2-21      Suction line shut-off valve

NOTE: The hydraulic tank model may vary according to the options installed on the vehicle.

Make sure the hydraulic pump is disengaged (see Figure 2-22).

Figure 2-22      Hydraulic pump switch

Once the engine is started, wait for air pressure to build up to at least 70 psi.

Warning! Failure to fully open the main valve will cause immediate damage to the pump, even if 

the pump is turned off.
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Figure 2-23      Air pressure indicator

NOTE: Do not operate or move the vehicle until air pressure has reached 70 psi.

Driving the Vehicle
The TOP SELECT™ is usually equipped with dual driving position. The curbside driving position 
should be used only for door-to-door waste collection and when the distance to the next collection 
point allows safe driving at low speed with all warning lights on.

The same procedure applies for collection vehicles equipped with an auxiliary left-hand side stand-up 
driving position. Take extreme precaution when exiting the vehicle.

Driving Speed

If the vehicle cab has been modified by Labrie Enviroquip Group to include a right-hand side driving 
position for door-to-door waste collection, the maximum speed limit while driving at the right-hand 
side is, if permitted, 20 mph (or 32 km/h). Therefore, it is recommended to drive the vehicle on the 
left-hand side for any long-distance driving.

Warning! TOP SELECT™ units must be operated by only one person.

Warning! Labrie units are not equipped with riding steps. Therefore, under absolutely no 

circumstances should anyone be allowed to ride outside the cab.
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NOTE: If the cab has been modified by the chassis manufacturer, the operator must follow the chassis 
manufacturer’s recommendations.

Right-Hand Side Driving Position

The following procedure applies only to cabs that have been modified by Labrie Enviroquip Group. 
This procedure must be followed not only at the beginning of the collection route, but also at the end 
of it in order to switch back to the left-hand side driving position.

NOTE: This procedure applies only to vehicles that have been modified by Labrie Enviroquip Group 
and that are equipped with a dual driving position. Some units are designed only with a single 
driving position.

If the cab has been modified by the chassis manufacturer, the operator must follow the chassis 
manufacturer’s recommendations.

Before using the right-hand side driving position:

1. Drive the vehicle to the location where the collection route begins.
2. Park the vehicle and apply the parking brake.
3. Turn off the hydraulic pump.
4. Turn off the engine.
5. Move to the right-hand side driving position.
6. Shift the DRIVING POSITION control switch (see Figure 2-24) to the right to activate all the 

controls for the right-hand side driving.

Figure 2-24      DRIVING POSITION control switch

Warning! If the vehicle has to be parked for an extended period of time, always apply the parking 

brake.
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7. Adjust mirrors properly.

Figure 2-25      Adjusting mirrors

8. Check the accelerator pedal and the temporary handbrake (if equipped).
9. Release the parking brake.
You are now set for waste collection.
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Controls and 
Indicators

The TOP SELECT™ has a series of controls and 
indicators that allow easier operation of the different 
functions that come with the vehicle. These controls 
and indicators are mainly located on the in-cab control 
panel and on the dashboard.

The following is a brief description of each of these 
controls and indicators.

Braking System

Parking Brake

Located on the dashboard, the parking brake button 
(see Figure 3-1) must be used every time the TOP 
SELECT™ is stopped on idle position other than at 
regular traffic stops.

To apply the parking brake, pull the parking brake 
button.
To release the parking brake, push the parking 
brake button.

Figure 3-1      Parking brake button

Warning! Check the air pressure. Always apply the 

parking brake when the vehicle has to be 

parked, and make sure there is no one 

nearby.
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Temporary Handbrake

NOTE: This section applies only to cabs that have been modified by Labrie Enviroquip Group. If your 
cab has not been modified by Labrie Enviroquip Group, refer to the cab manufacturer.

The TEMPORARY HANDBRAKE handle (see Figure 3-2) is located by the curbside door of the 
modified cab. Use this control to engage/disengage the service braking system of the truck.

Figure 3-2      TEMPORARY HANDBRAKE handle

First, always use the foot-brake pedal to stop the vehicle, then apply the temporary handbrake (short 
stops) or the parking brake (long stops) before leaving the vehicle.

Applying medium pressure on the foot-brake pedal is normally sufficient to stop the truck. If strong 
pressure is always used on the foot-brake pedal, this may result in premature wear to the rear axle 
brake components and tires. Therefore, only apply strong pressure on the foot-brake pedal when 
traffic conditions require you to do so.

PUMP Switch
This switch (see Figure 3-3), also known as PTO switch, engages and disengages the hydraulic pump 
and all the body functions (MAXIMIZER™ [if installed], tailgate, body hoist, side bucket(s), etc.). A 
lamp next to the switch illuminates when the pump is active.

Warning! Do not leave the vehicle before it is brought to a complete stop and the temporary 

handbrake (if equipped) or parking brake has been applied.
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Figure 3-3      PUMP switch

Press the left-hand side of the switch to activate the hydraulic pump.
Press the right-hand side of the switch to deactivate the hydraulic pump.

PTO switch can be turned ON only if the following conditions are met:

The transmission must be in Neutral position.
The engine RPM must be lower than 900.
The air pressure must be higher than 70 psi.

NOTE: Do not close the main shut-off valve on the hydraulic tank even if the PTO switch is turned off. 
The pump is always turning when the engine is running. It is very important not to let the 
pump run dry or without oil. Otherwise, the pump will be seriously damaged or even 
destroyed.

Figure 3-4      Main shut-off valve

IMPORTANT: In case of a leak in the hydraulic system, and the vehicle has to be driven to a repair facility, 
take off the drive shaft (if equipped) between the pump and the engine. Call maintenance 
facility and refer to the Maintenance Manual.

PTO lamp

Pump switch
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Emergency Stop Control
In case of emergency, disengage the pump switch (refer to “PUMP Switch” on page 50). The pump 
will shut off and all control joysticks will become inoperable as a result. If a system is not working 
properly, advise the maintenance personnel. Never perform maintenance or repair on the equipment 
without following the proper lockout/tagout procedure (refer to “Locking Out and Tagging Out the 
Vehicle” on page 42).

Auto-Neutral Switch
The AUTO-NEUTRAL switch (standard on Labrie-converted cabs [see Figure 3-5]) allows the 
transmission to shift from DRIVE to NEUTRAL automatically without using the shifter lever or shifter 
keypad. When the operator stops the vehicle and applies the temporary handbrake, a signal is sent to 
the transmission computer (ECU) in order to automatically shift the transmission to NEUTRAL.

To enable the AUTO-NEUTRAL function:

1. Put the AUTO-NEUTRAL switch to ON.
2. Apply the temporary handbrake.

To disable the AUTO-NEUTRAL function:

1. Release the temporary handbrake.
2. Step on the foot-brake pedal.

The transmission will shift back to DRIVE.

Figure 3-5      AUTO-NEUTRAL switch

If the transmission does not shift to Neutral when releasing the temporary handbrake:

1. Apply the foot brake (see Figure 3-6).
2. Reengage the temporary handbrake.
3. Disable the AUTO-NEUTRAL function (see above procedure).
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Figure 3-6      Foot-brake pedal

How it works

When the AUTO-NEUTRAL switch is turned OFF:

The transmission has to be shifted manually between DRIVE and NEUTRAL.
Shifting transmission from NEUTRAL to DRIVE is possible only if the engine RPM is lower than 
900.

When the AUTO-NEUTRAL switch is turned ON:

The transmission will shift automatically from DRIVE to NEUTRAL when the temporary 
handbrake is applied.
Shifting transmission from NEUTRAL to DRIVE is possible when the temporary handbrake is 
released and the operator applies the foot brake.
Shifting transmission from NEUTRAL to DRIVE is possible only if the engine RPM is lower than 
900.

Over-Speed Protection Mode
All units equipped with an Allison electronic transmission (MD or HD) are equipped with an over-
speed protection. The pump will disengage if the engine RPM goes above 1800. The pump system 
will come back on as soon as the RPM falls under 900.

NOTE: The over-speed protection is enabled only when the transmission is in NEUTRAL.

Automatic Engine Speed-Up
Some units are equipped with an automatic engine speed-up system. The speed-up will be engaged 
when the MAXIMIZER™ joystick (optional) is activated.
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Speed-up on units equipped with a MAXIMIZER™: 1500 RPM.

NOTE: The speed-up function is enabled only when the transmission is in NEUTRAL.

Tailgate Control
Located on the in-cab console, the tailgate control lever (see Figure 3-7) has a spring-activated sleeve 
which locks the handle to prevent any accidental opening of the tailgate. The sleeve needs to be 
pulled up before moving the lever to open or close the tailgate.

When the tailgate is unlocked, the TAILGATE UNLOCKED/BODY RAISED indicator light (see Figure 
2-7) illuminates and a buzzer sounds.

Figure 3-7      Tailgate control lever

Loading Bucket Control
The loading bucket control joystick (see Figure 3-8) is located inside the cab.

Caution! Remove the tailgate-locking pin (see Figure 2-4) before using this control.

Warning! Do not drive the vehicle when the tailgate is not fully closed.
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NOTE: Another bucket control joystick can also be installed on the chassis between the cab and the 
body, depending on the chassis model (see Figure 3-9). If the truck has two loading buckets, a 
bucket control joystick is mounted on the other side of the truck between the cab and the body.

All outside bucket control joysticks come with a deadman button as a safety feature (see Figure 3-9). 
The operator must press the deadman button and keep it pressed in order to be able to operate the 
loading bucket.

Figure 3-8      In-cab bucket control joystick

Figure 3-9      Outside bucket control joystick

Rear Loading Bucket Control
For operator convenience, a rear bucket control joystick is available as an option (see Figure 3-10). 
This joystick is usually installed at the bottom-end of the tailgate, and it comes with a deadman 
button (see Figure 3-10) that the operator must press and maintain pressed to operate the loading 
bucket.

Deadman button

Joystick
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If your TOP SELECT™ unit has this device installed, you can empty the loading bucket from the back of 
the truck as well as from the front.

NOTE: Another rear bucket control joystick can be installed as an option if your truck has two loading 
buckets.

Figure 3-10      Rear bucket control joystick

Loading Bucket Selector
Some TOP SELECT™ units are equipped with two loading buckets. A selector switch (see Figure 3-11) 
is provided to avoid using both buckets at the same time. This switch is located on the in-cab console.

Warning! Make sure to be clear of the loading bucket before activating the rear control joystick.

Warning! Make sure the tailgate is closed and the tailgate safety pin is fully engaged before using the 

rear control joystick.

Caution! Make sure that both roofs are completely down before using the selector switch.

Deadman button

Joystick
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Figure 3-11      Loading bucket selector

Hoist Control
The body hoist control lever is located on the cab console (see Figure 3-12). It has a spring-activated 
sleeve which locks the handle to prevent any accidental body hoist operation. This lever has to be 
moved to the left or right in order to raise or lower the body.

NOTE: The tailgate must be fully open before raising the body.

When the body is raised, the TAILGATE UNLOCKED/BODY RAISED indicator light (see Figure 3-25) 
illuminates and a buzzer sounds.

Figure 3-12      Hoist control lever

Warning! Check for overhead clearance before raising the body.

Danger! Always use body safety prop when performing maintenance under a raised body. Failure to 

do so may result in severe injury or even death.
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Body Partition Controls
All body partition release switches are located on the cab console.

Figure 3-13      Body partition controls

MAXIMIZER™ Control (optional)
If your unit is equipped with a MAXIMIZER™ panel, the joystick that controls this panel is located 
inside the cab.

NOTE: A MAXIMIZER™-controlling joystick can also be located on the chassis between the cab and the 
body, next to the loading bucket joystick, depending on the chassis model.

As soon as the MAXIMIZER™ joystick is activated, the engine speed is automatically increased to 
1500 RPM. Refer to “Operating the MAXIMIZER™ (optional)” on page 86 to learn how to operate the 
MAXIMIZER™ panel.

Figure 3-14      MAXIMIZER™ joystick

MAXIMIZER™ Partition Control (optional)
The MAXIMIZER™ release switch, if installed, is located on the cab console (see Figure 3-15).

Body partition switches 
(up to 7)

Inside cab On the 
chassis
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Figure 3-15      MAXIMIZER™ release switch

Light Controls

Work Lights Switch (optional)

When installed, this switch (see Figure 3-16) activates and deactivates the work lights.

Shift the switch up to turn the work lights on.
Shift the switch down to turn the work lights off.

Figure 3-16      Work lights switch

Flashing Lights Switch (optional)

This switch (see Figure 3-17) activates and deactivates the flashing lights.

Shift the switch up to turn the flashing lights on.
Shift the switch down to turn the flashing lights off.
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Figure 3-17      Flashing lights switch

Strobe Light Switch (optional)

This switch (see Figure 3-18) activates and deactivates the strobe light (see Figure 3-19) mounted on 
the tailgate.

Shift the switch up to turn the strobe light on.
Shift the switch down to turn the strobe light off.

IMPORTANT: Always switch on the strobe light when the vehicle is in working mode.

Figure 3-18      Strobe light switch

Figure 3-19      Strobe light
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Light Bar Control (optional)

This control activates and deactivates the light bar mounted on the tailgate.

Figure 3-20      Light bar control panel

Warning Lights

NEUTRAL Light Indicator (green)

Located on the right-hand side dashboard, this indicator (see Figure 3-21) illuminates when the 
transmission is in NEUTRAL position.

Figure 3-21      NEUTRAL light indicator

TEMPORARY HANDBRAKE Light Indicator (red)

Located on the right-hand side dashboard, this indicator (see Figure 3-22) illuminates when the 
TEMPORARY HANDBRAKE (or service brake) is applied.

Figure 3-22      TEMPORARY HANDBRAKE light indicator
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PTO Light (red)

Located next to the pump switch, this light turns on when the hydraulic pump is engaged.

Figure 3-23      PTO light

AUTO-NEUTRAL Light (red)

Located on the cab console, this light turns on when the AUTO-NEUTRAL system is engaged.

Figure 3-24      AUTO-NEUTRAL light

TAILGATE UNLOCKED/ROOF OPEN/BODY RAISED Warning Light (red)

Located on the cab console, this light illuminates based on three (3) conditions: whether the tailgate 
is unlocked, the roof is open or the body is raised.

Figure 3-25      TAILGATE UNLOCKED/ROOF OPEN/BODY RAISED warning light
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REFUEL WHEN LIT Warning Light (optional)

If your truck runs on CNG, this warning light, when illuminated, indicates that the tanks are almost 
empty and that they need to be refueled quickly, otherwise the truck will completely cease 
functioning very soon.

Figure 3-26      REFUEL WHEN LIT warning light

TAILGATE FULLY OPENED Light (optional)

This light (if installed) illuminates when the tailgate is fully open, so you can raise the body for 
unloading.

Figure 3-27      TAILGATE FULLY OPENED light

BODY RAISE ALLOWED Indicator (optional)

This warning light (see Figure 3-28) illuminates when the air suspension or tag axle is properly 
lowered.

Always lower the air suspension or tag axle (if equipped) before raising the body.
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Figure 3-28      BODY RAISE ALLOWED indicator
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Operating the TOP 
SELECT™

The different methods, procedures and necessary 
actions to operate the TOP SELECT™ are presented in 
this section.

Before operating the TOP SELECT™, the operator must 
be completely familiar with all safety procedures, 
location, operation and functions of all controls and 
indicators related to the operation of the unit.

NOTE: Some of these controls and indicators are options 
and may not be installed on your TOP SELECT™.

You must complete the daily inspection before starting 
the vehicle. It is your responsibility to report any 
malfunctions or concerns to your supervisor and 
maintenance personnel.

Consult with your supervisor for specific rules of 
driving the TOP SELECT™ in your location.

Obey all speed restrictions and regulations.

Daily Inspection

Approaching the Vehicle

As you approach the vehicle, look for any object under 
or against the vehicle and check the surroundings for 
people, other vehicles, as well as ground and overhead 
obstructions. Ensure that the truck is parked at the 
most convenient place where you will have all the 
clearance required to perform a complete start-of-the-
day inspection. During the daily inspection, look for 
any structural damage, inspect tires and check the 
hydraulic tank for air leaks.

Warning! Always read and understand the 

Operator’s Manual before operating the 

unit.



66 Operating the TOP SELECT™
Visual Inspection

Before starting the vehicle, the operator MUST perform a visual inspection of the truck.

Tasks to be performed during daily visual inspection are the following:

Ensure the engine is not running and the parking brake is set.
Ensure the cleanliness of lamps, safety decals, camera lenses, mirrors, windows, and the vehicle in 
general.
Ensure that safety equipment is present (i.e. fire extinguisher, first aid kit).
Ensure there is no structural damage.
Ensure that body mounts to chassis are tight and that there are no cracks on it or on the structure 
around it.
Ensure that there is no unusual wear, distortion, cracking, leaning, leaking on the vehicle.
Ensure that hydraulic oil level (sight gauge on tank) is as recommended (cylinders must be 
collapsed).
Ensure that the hydraulic cylinders do not leak, and ensure mounting pins are secure.
Ensure the hydraulic tank shut-off valve is fully open.
Ensure there are no mechanical problems: structure, rollers, hinges, door locks, wear items, etc. 
Report any defective system to maintenance personnel.
Ensure there are no leaks, cracks or other types of problems on the frame area, fuel tank, hydraulic 
tank, air tanks (air tanks must be drained every day), cleaning trap and wheels.
Ensure the tailgate is fully closed and locked, tailgate safety pin is in place and rollers are on main 
locking pins.

Once the visual inspection is over, you must start the engine to check if the systems are working 
properly.

Starting the Vehicle

To start the TOP SELECT™:

1. Before starting the engine, check the following items:
1 a. Transmission shifter is on neutral.
1 b. Parking brake is on (see Parking Brake on page 49).
1 c. Hydraulic system is off (see PUMP Switch on page 50).

2. Start the vehicle as stated in the chassis manufacturer’s manual.
3. Switch ON the pump to engage the hydraulic system (the air pressure has to be at a minimum of 

70 PSI). See Figure 3-3.
4. Turn on all light switches.
5. If required, move the truck to an appropriate area to perform daily inspection.
6. Report any defective system to the maintenance personnel.
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Cab Driving Control Inspection

NOTE: This section applies ONLY to cabs that have been modified by Labrie Enviroquip Group.

Enter the cab through the curbside door and operate the right-hand side driving controls. Report any 
defective system to maintenance personnel.

Right-hand cab driving control inspection procedure:

1. Test the steering wheel by turning it left and right as you are slowly moving the truck forward.
2. Move forward and stop the vehicle by applying the foot brake.
3. Apply the parking brake and try to get the vehicle moving by throttling up with the right-hand 

side accelerator pedal. Throttle down to idle, apply foot brake and remove the parking brake.
4. Apply the temporary handbrake and test it the same way as you tested the parking brake.

The AUTO-NEUTRAL feature must be OFF for this test.
5. Make sure the auto-neutral system works properly (see Auto-Neutral Switch on page 52).
6. Apply the parking brake.

Figure 4-1      Right-hand side driving position (Labrie)

Figure 4-2      Right-hand side cab pedals

Foot brake pedal Accelerator pedal
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Cab Door Folding Procedure

NOTE: This section applies ONLY to cabs that have been modified by Labrie Enviroquip Group.

To fold the curbside cab door panels:

1. Unlock and open the curbside door.
2. On the inside door, locate the sliding lock (see illustration below).
3. Pull up the sliding lock lever (see illustration below).
4. Slide the lever to the right (see illustration below).
5. Pull down the lever (see illustration below).

6. Fold the door by pushing on the center.
7. Lock the door in the open position.

8. Lock the folding door using the latch located behind the cab.

Sliding lock

3 4
5
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9. To release, use the release mechanism located inside the cab.

Body Inspection Procedure

Exit the cab to continue your inspection. Bring a rag along to clean all accessible lights, decals, camera 
lenses, etc. Check for mechanical problems: rollers, hinges, door locking mechanisms, wear items, 
etc. Report any defective system to the maintenance personnel.

Body inspection procedure:

1. Activate the loading bucket for a full cycle.
2. Check the MAXIMIZER™ (if equipped) for proper operation.
3. Check if the tailgate safety pin is there. Put it in place to lock the tailgate properly.
4. As you walk along the side, clean all safety decals.
5. Check the chassis area, including fuel tank and air tanks (air tanks must be drained every day) for 

leaks, cracks or other type of problems.
6. At the front of the unit, check lights, mirrors and pump (if not PTO-mounted).
7. Go around and check lights; clean camera, decals, lights, etc.
8. Check for hydraulic leaks.

Sliding lock

Release 
mechanism
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Inspection Sheet

The following is an example of an inspection sheet. The operator MUST follow the inspection sheet 
provided by his employer. If the employer does not have an inspection sheet, ask for their permission 
before using this example sheet.

VEHICLE CONDITION REPORT 
Date: _________________ Unit: _______________________________   
Driver: ____________________   Demo: _______________________   
Engine Hrs in: _______________  Engine Hrs out: __________________  
Mileage in: _________________  Mileage out: ____________________ 
Start Time: _____________________________  Finish Time: _____________________________  

FLUID LEVELS 
PRE POST  Amount Added PRE POST  Amount Added 

 Engine Oil Qt. _______   Fuel Gal. ________  
 Hydraulic Oil Qt. _______   Transmission Qt. _________  
 Coolant Qt. _______   Water Qt. _________  

CAB INSPECTIONS 
If items need repair, check below and describe.    TIRES
PRE POST   PRE POST  Indicate any defects. 

 All gages/gage lights   Cab horn 
 Low oil pressure   Exterior back-up horn 
 Low oil warning light/buzzer  Windshield cracks  
 Seat and seat belt   Windshield wipers 
 Clutch free play (Juggler)  Heat/Defrost 
 License/registration papers  Reflective triangles  
 Service brakes adjusted  Steering play   
 Parking brakes operational  Radio 
 Low air warning light/buzzer  Camera 
 Air compressor adequate 

VISUAL BODY WALK-AROUND 
PRE POST  PRE POST  PRE POST  

 Battery disconnect  Electrical wiring  Compactor working 
 Body damage  Fire Extinguisher  Hydraulic leaks 
 Cab damage  Fuel tank/lines  Hydraulic pressure 
 Air lines  Exhaust  Hydraulic hoses 
 Air compressor  Engine  Wheel/Rims 
 Air dryer  Starter  Seals 
 Head lights  Turn signal  Transmission 
 Marker lights  Camera  Mirrors 
 Brake lights  Cable/Hooks  Radiator 
 Suspension  Arm  Safety devices 
 Hopper clean  Body clean  Safety decals 
 Tailgate  Packer  Cart tipper 
 Safety Interlock switches 

PRE POST 
 No Defects – Vehicle Condition Satisfactory 

DEFECT DESCRIPTION 

  Above defects corrected 
  Above defects need not be corrected for the safe operation of vehicule. 

Mechanic’s Comments : 

DRIVER’S SIGNATURE DATE

DISTRIBUTOR SIGNATURE DATE

DRIVER’S REVIEW SIGNATURE DATE
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Loading

Planning Your Route

It is important to plan your route in order to be efficient. Planning your route will shorten your 
collection time and prevent you from being caught in a traffic jam. Remember that the TOP SELECT™ 
was designed exclusively to pick up recyclable materials.

Stepping Out of the Cab

(for cabs with a curbside extension)

NOTE: The following procedure concerning the use of the auto-neutral and temporary handbrake 
applies only to cabs modified by Labrie Enviroquip Group. If your cab has not been modified 
by Labrie Enviroquip Group, please refer to your cab manufacturer’s recommendations.

To step out of the curbside cab extension:

1. Make sure the Auto-Neutral switch on the console is turned ON (refer to “Auto-Neutral Switch” 
on page 52).

2. Apply the foot brake to stop the truck.
3. Wait for the truck to be completely stopped.
4. Apply the TEMPORARY HANDBRAKE.

The transmission shifts to NEUTRAL.

5. Ensure all work lights and safety signs are ON.
6. Step out of the vehicle.

In doing so, keep a good hold on the vehicle until you have assured yourself of a good stand on 
solid ground.

7. Load the bucket (refer to “Collecting Recyclable Materials” on page 72).
8. Step back in the vehicle, press the foot-brake pedal and toggle the TEMPORARY HANDBRAKE 

switch to the OFF position.

Danger! Turning the TEMPORARY HANDBRAKE switch to ON is critical in the context of this procedure. 

Otherwise, when you release the foot-break pedal to step out of the vehicle, the transmission 

remains in DRIVE mode and the TOP SELECT™ can roll away on its own.

Danger! Do not leave the vehicle until it is completely stopped. Failure to do so may cause serious 

injury or even death.
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The transmission shifts to DRIVE. You can now drive away to the next pick up location.

(for cabs w/o curbside extension)

To step out of the cab:

1. Stop the truck and apply the service brake or parking brake according to the chassis 
manufacturer’s guidelines.

2. Ensure all work lights and safety lights are ON.
3. Step off the vehicle.

In doing so, keep a good hold on the vehicle until you have assured yourself of a good stand on 
solid ground.

4. Load the bucket (refer to “Collecting Recyclable Materials” on page 72).
5. Step back in the vehicle.
6. Apply the foot brake.
7. Release the service brake or parking brake.
8. Engage the transmission shifter to DRIVE.
9. Drive to the next pick up point.

Collecting Recyclable Materials

Apply the following procedure when loading the body with recyclable materials:

1. Make sure all partitions are secured.
2. Make sure the overhead clearance is sufficient and the roof is clear of any obstacles.

Warning! Be aware of pedestrians and vehicles that may appear at all times.

Danger! Do not leave the vehicle until it is completely stopped. Failure to do so may cause serious 

injury or even death.
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NOTE: For standard chassis, the top of frame rail is around 40 in (102 cm) above ground. Overheight 
shown includes the 40-inch frame height. Be aware that other types of chassis, especially the 
cab over type vehicles, can be as much as 6 in (15 cm) higher.

3. Make sure the wheels are on level ground.
4. Make sure the body is not overloaded and the loading bucket can move freely.
5. Put the recyclable materials in the bucket.
6. Raise the bucket using the bucket joystick (refer to “Loading Bucket Control” on page 54).

NOTE: If the joystick is equipped with a deadman button, push and maintain this button to operate the 
loading bucket.

Loading Bucket Specifications:

16-inch loading bucket:

Volume: 2.23 yd3

Maximum weight: 1000 lbs (453 kg)
18-inch loading bucket:

Volume: 2.29 yd3

Maximum weight: 1000 lbs (453 kg)
Full Cycle Time:

15 seconds



74 Operating the TOP SELECT™
NOTE: The normal cycle time of the loading bucket is 15 seconds. This cycle time may drastically 
change in cold weather.

NOTE: This unit is equipped with an overspeed protection device that prevents the use of the 
accelerator pedal while operating the loading bucket. Pressing on the accelerator pedal will 
not affect the loading bucket operation speed.

Warning! Always keep the warning lights and/or four way flashers on when collecting recyclable 

materials.

Danger! Never attempt to get inside the body from the roof to make more room inside the body or 

for any other reason. Severe injury or death may occur.

Warning! Wear protective safety equipment (such as safety glasses and gloves) at all times when you 

are working close to the loading area.

Warning! Be aware of probable unbalanced loads as the day progresses and adjust your speed 

accordingly.

Warning! Do not try to pack material in the loading bucket by stepping into it. This may result in injury.

Caution! Material such as paper and cardboard should be loaded at the rear of the truck. Using the 

front compartment might cause dumping problems.
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Loading Bucket Safety Pins

The loading bucket can be locked and secured at the end of its tracks. This will allow access to chassis 
components.

Figure 4-3      Safety pin in stored position

The upper part of the unit should only be accessed by maintenance personnel and must be reached 
only with a guarded platform that meets OSHA regulations about elevated working stations.

Once engaged, safety pins mechanically prevent any unwanted downward movement of the loading 
bucket.

Installing Loading Bucket Safety Pins

To install loading bucket safety pins:

1. Make sure the body is completely empty.
2. Make sure the loading bucket is empty.
3. Engage the hydraulic system.
4. Lift the bucket until it reaches the end of its stroke.

Warning! Always install safety pins in both front and rear loading tracks.
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5. Open the tailgate and install the tailgate safety prop (see Tailgate Safety Prop on page 33).
6. Apply the lockout/tagout procedure (see Locking Out and Tagging Out the Vehicle on page 42).
7. Enter the body of the truck, and install front and rear bucket safety pins in the tracks. To do so:

7 a. Pull out one safety pin from its storage position.

7 b. Insert the pin through the corresponding hole so it is in locked position.

7 c. Make sure the pin is firmly held in place.

Pull out the loading 
bucket safety pin

Locking 
pin hole
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7 d. Proceed the same with the other safety pin.

NOTE: The rear loading bucket safety pin is located near the curbside tailgate hinge. The front loading 
bucket safety pin is located near the upper corner of the front body wall. To access the front 
loading bucket pin, the operator has to cross body partition(s) through partition door(s).

8. When servicing is completed, remove both safety pins from their locked position and place them 
back to their original position (storage position).

9. Fully lower the loading bucket.

Adjusting Loading Bucket Partitions

The loading bucket is equipped with “readily movable” partitions. The bottom lock is held by a 
vertical pin going through the bottom of the bucket while two side pins hold them at the top.

To adjust loading bucket partitions:

1. Pull the handle.
2. Rotate the partition towards the right to release the top side pin.

Loading bucket 
safety pin in 

locked position

Body 
partition 

door
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3. Slide up the partition to free the bottom pin.
4. Move it to the desired position.

NOTE: Multiple partitions configuration requires the body to be divided according to the number of 
partitions in the bucket (up to 7 partitions).

1

2

Small partition 
(over rear wheel)

Multiple partitions 
configuration
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NOTE: Align the body and loading bucket partitions so that no cross-contamination can occur when 
unloading the side bucket.

Adjusting Body Partitions

The TOP SELECT™ can be equipped with up to seven (7) air-operated opening body partitions, giving 
eight (8) adjustable compartments for recyclable materials.

NOTE: Make sure the body is empty before performing this procedure.

To adjust body partitions, do the following:

1. Open the tailgate and set the tailgate safety prop.
2. Apply the lockout/tagout procedure (see Locking Out and Tagging Out the Vehicle on page 42).
3. Enter the body.
4. Slide off the partition top locking pin.

5. Release floor locking pins using the manual release system located in the body.

Upper locking 
mechanism

Lever blocking 
hook

Locking 
mechanism

Pull the lever 
(manual operation)
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If the partition needs to be moved a long distance, it may be necessary to disconnect the partition 
pneumatic hose (located on the roof) and plug it into another pneumatic coupler. Each partition (if 
more than one) has its own pneumatic hose. There may be more than one coupler for a given 
partition. In this case, the couplers are connected to the same control (cab console).

6. Slide the partition to the desired position.
7. Lock top and bottom pins.
8. Repeat this procedure for each partition.

Locking mechanism 
in unlocked position

Partition 
pneumatic hose

Partition 
pneumatic hose 

disconnected
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Loading Corrective Actions

If the loading bucket does not cycle, do the following:

1. Ensure the hydraulic system is engaged (PTO switch to ON).
2. Check bucket selector switch (for units equipped with two buckets).
3. Use another loading bucket joystick (if more than one installed).
4. If there is a deadman button next to the loading bucket joystick, make sure to push and maintain 

this button while operating the joystick.
5. Check around the loading bucket for any obstruction preventing it to move freely.
6. Make sure the load is not too heavy (refer to “Loading Bucket Specifications” on page 73).
7. Check fuses and breakers in the console.
8. Report your findings to the maintenance personnel.

Loading Recycling Boxes

Use the appropriate recycling box support while sorting out the different materials.

Recycling box 
supports
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Loading Roller Carts

TOP SELECT™ loading bucket can also load roller carts using an optional automatic latching system.

In order to secure roller carts to the loading system, an optional automatic latching system located at 
the bottom of the bucket will grab the roller cart as the bucket starts to move up.
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Latching Roller Carts

NOTE: Some units are equipped with more than one latch for multiple roller cart collection.

To latch a roller cart on the loading bucket, proceed this way:

1. Push the automatic latching system pin, which is located between the cab and the body.
2. Turn the pin counterclockwise about a ¼” turn.

This activates the automatic latching system.

3. Bring the roller cart against the loading bucket.

4. Slowly raise the bucket(s) and make sure all lower latches are properly locked.

NOTE: When lifting the loading bucket, the upper lip of the cart(s) has to be properly locked in the 
upper latch of the loading bucket.

5. Complete the unloading if the latches are all safely locked.

2

1
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6. Once the roller carts have been emptied, lower the loading bucket. The lower latch will unlock as 
soon as the carts reach the ground.

Body Unloading
To unload materials contained in a TOP SELECT™, apply the following procedure:

1. Drive the vehicle to the desired site.
2. Ensure the vehicle is on safe, stable and level ground.
3. Check for overhead clearance before opening the tailgate and raising the body.

4. Remove the tailgate safety pin (see Figure 2-4).
5. Fully raise the tailgate.
6. Raise the body.

Caution! Always be cautious and watch for an improperly attached cart that could fall off.

Danger! Never try to “shake” the loading bucket while dumping.

Caution! Make sure the roof is clear of any obstacle.

Danger! The maximum load allowed in each roller cart should not exceed 250 pounds. Overloaded 

carts may be damaged and may also damage the latching mechanism and loading bucket. 

When either are damaged, the cart may fall and seriously injure people.

Caution! The overhead clearance varies according to the body volume. Please refer to the “Dumping 

Height” safety decal located in the cab to know the exact height of the body when 

completely raised.
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The material will slide out.

NOTE: As you raise the body, you can throttle up the engine to raise it completely up faster. Do not 
accelerate the engine for the last section of the hoist to prevent a sharp stop at the end of the 
cylinder extension.

7. Move the vehicle forward slowly to prevent the material from piling up under the tailgate.

NOTE: This is the only time you can move the truck with the body in the raised position. Do it very 
cautiously and cover the shortest distance possible.

8. When the first compartment is empty, lower the body.
9. Move the truck to the next dumping site.
10. Release the first body partition and repeat the procedure.
11. Perform the same procedure for all partitions.
12. When unloading is completed, lower the body and move all in-cab partition switches to the 

LOCKED POSITION.

NOTE: The operator has to go inside the body to make sure that all partitions are locked in place.

13. Set the tailgate safety prop (see Tailgate Safety Prop on page 33).
14. Use the grab handle and the foot step to enter the body.

15. Check all partitions are locked properly.
16. Exit the body.
17. Put the tailgate safety prop back in place (see Tailgate Safety Prop on page 33).
18. Close the tailgate.

Grab handle

Foot step

Tailgate 
safety prop
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19. Put the tailgate safety pin back in place to lock the tailgate.

Unloading Corrective Actions

If the body does not raise, do the following:

1. Make sure the hydraulic system is engaged (PTO switch to ON).
2. Check fuses inside the console.
3. Make sure the air pressure has reached 70 PSI.
4. Lower the tag axle (if equipped).
5. Drop the air suspension (if equipped) [see BODY RAISE ALLOWED Indicator (optional) on 

page 63].
6. Contact your maintenance facility if there is no change.

Emergency Unloading Actions

If the truck starts to sink on one side as you unload:

1. Stop all movement of the equipment.
2. Start or continue lowering the body.
3. If the equipment does not stop sinking, stay inside the cab and brace yourself.

Operating the MAXIMIZER™ (optional)
Follow these instructions to gain maximum performance with the MAXIMIZER™ panel.

Warning! Never back up with the truck while the body is raised.

Warning! Do not move to the next dumping site with the body raised or tailgate open. The truck could 

tilt sideways.

Caution! Never raise the body when the tailgate is closed. The ICC bumper will not clear the ground.
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Initial Set Up for Body Partitions

Set the bucket partitions and the MAXIMIZER™ panel to obtain your best-known volume distribution 
before starting recyclable collection (e.g. 60% paper and 40% comingle). The paper compartment has 
to be at the back of the unit. Paper at the front will not unload properly.

If you do not know the volume distribution, fully extend the MAXIMIZER™ panel toward the front of 
the unit and adjust the bucket partition accordingly. Readjust as needed during collection.

Align the partition and the MAXIMIZER™ panel so that no cross-contamination can occur when 
unloading the side bucket. If needed, a small bucket partition is provided to be installed over the rear 
wheel (see Page 78, center picture).

Using the MAXIMIZER™

Do not operate the MAXIMIZER™ until the compartment is nearly full or bulky items, like cardboard, 
get in the way of the side bucket when dumping, or material piles up unevenly to one side. In such 
situations, cycle the MAXIMIZER™ in both directions using the full mechanical stroke. Then relocate 
the MAXIMIZER™ to its original position. This should increase the density of the material in both 
compartments and allow for more collection space.

Repeat these instructions until one compartment is completely full. At that point you may have to 
change the partition set up to allow more space for a specific material. Pursue collection and 
MAXIMIZER™ cycles until both compartments are fully loaded and no more space is available.

Use the position marker 
for proper alignment



88 Operating the TOP SELECT™
Unloading Rear Compartment

To unload the rear compartment, proceed this way:

1. Drive the vehicle to the desired site.
2. Ensure the vehicle is on safe, stable and level ground.
3. Check for overhead clearance before opening the tailgate and raising the body.

4. Remove the tailgate safety pin (see Figure 2-4).
5. Fully raise the tailgate.
6. Raise the body.

Caution! Do not use the MAXIMIZER™ as intensively as a packer. Glass will prematurely wear the rails.

Caution! The overhead clearance varies according to the body volume. Please refer to the “Dumping 

Height” safety decal located in the cab to know the exact height of the body when 

completely raised.

Air control 
joystick
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The material will slide out.

NOTE: As you raise the body, you can throttle up the engine to raise it completely up faster. Do not 
accelerate the engine for the last section of the hoist to prevent a sharp stop at the end of the 
cylinder extension.

7. Move the vehicle forward slowly to prevent the material from piling up under the tailgate.

NOTE: This is the only time you can move the truck with the body in the raised position. Do it very 
cautiously and cover the shortest distance possible.

8. If you are experiencing unloading problems, cycle the MAXIMIZER™ in both directions. Take all 
precautions to avoid hitting the material with the raised tailgate. Never jerk the body or use the 
throttle and brakes to free the material. This will cause damage to the body and door structure.

9. Lower the body and close the tailgate when the body has been adequately emptied.
10. Move to the next dumping site.
11. Proceed with the front compartment unloading procedure (refer to “Unloading Front 

Compartment” on page 90).

IMPORTANT: If the MAXIMIZER™ is cycled too early during collection, the material will pile up at both ends of the 

body, which will obstruct the dumping area of the loading bucket. In such a situation, you will not 

be able to use parts of the loading bucket facing obstructed areas.

Loss of usable volume
in loading bucket

Unloading rear compartment
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Unloading Front Compartment

To unload the front compartment, proceed this way:

1. Drive the vehicle to the desired site.
2. Ensure the vehicle is on safe, stable and level ground.
3. Check for overhead clearance before opening the tailgate and raising the body.

4. Remove the tailgate safety pin (see Figure 2-4).
5. Fully raise the tailgate.
6. Raise the body.

NOTE: As you raise the body, you can throttle up the engine to raise it completely up faster. Do not 
accelerate the engine for the last section of the hoist to prevent a sharp stop at the end of the 
cylinder extension.

7. Release the MAXIMIZER™ swing door in order to dump the front compartment.

Figure 4-4      MAXIMIZER™ partition release switch

8. Move the vehicle forward slowly to prevent the material from piling up under the tailgate.

NOTE: This is the only time you can move the truck with the body in the raised position. Do it very 
cautiously and cover the shortest distance possible.

9. If you are experiencing unloading problems, cycle the MAXIMIZER™ in both directions. Take all 
precautions to avoid hitting the material with the raised tailgate. Never jerk the body or use the 
throttle and brakes to free the material. This will cause damage to the body and door structure.

10. When the unloading is completed, lower the body and relock the MAXIMIZER™ swing door. From 
the back of the unit, make sure the swing door is properly locked.

Caution! The overhead clearance varies according to the body volume. Please refer to the “Dumping 

Height” safety decal located in the cab to know the exact height of the body when 

completely raised.
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11. Close the tailgate and secure the safety pin.

End-Of-Day Cleaning

Weekly Body Cleaning

After dumping the content of the TOP SELECT™, perform the following cleaning procedure. (For 
units equipped with a MAXIMIZER™ panel, refer to “Cleaning the MAXIMIZER™ Panel” on page 93).

Weekly body cleaning procedure:

1. Park the unit on level ground and apply the parking brake.
2. Open the tailgate and set the tailgate safety prop (refer to “Tailgate Safety Prop” on page 33).

3. Raise the body about 12 inches to let the water out.
4. Raise the loading bucket(s) to open the roof.
5. Stop the truck engine and remove the key from the ignition.
6. Apply the lockout/tagout procedure (refer to “Locking Out and Tagging Out the Vehicle” on 

page 42).
7. Starting from the body front, clean the first partition.
8. Using a shovel or a broom, remove as much material as possible.
9. Clean the rest using pressurized water.
10. Once the first partition is clean, release its locks in order to let the water out (refer to “Adjusting 

Body Partitions” on page 79).
11. Proceed with Steps 8, 9 and 10 to clean the second partition, and if necessary, all other partitions 

until you reach the tailgate.
12. Lower the body.

Warning! Always install the tailgate safety prop before entering the body.

Unloading front compartment

Swing door
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13. Clean the body all around with water and soap.
14. Rinse.

Weekly Loading Bucket Cleaning

To clean the loading bucket(s), apply the following procedure:

1. Set the loading bucket in its initial position.
2. Apply the lockout/tagout procedure (refer to “Locking Out and Tagging Out the Vehicle” on 

page 42).
3. Remove all loading bucket partitions (refer to “Adjusting Loading Bucket Partitions” on page 77) 

and clean them thoroughly.
4. Using a shovel and a broom, remove as much material as possible.
5. Clean the loading bucket using pressurized water.

6. Once most of the water has been evacuated from the bucket, put the partitions back in place.
7. If the unit is equipped with two (2) loading buckets, repeat this procedure for the second bucket.

Weekly Chassis Cleaning

To clean the chassis, apply the following procedure:

1. Start the engine.
2. Raise the body until the body safety prop is free to tilt under the body.
3. Release the body safety prop using the prop handle (refer to “Body Safety Prop” on page 31).
4. Apply the lockout/tagout procedure (refer to “Locking Out and Tagging Out the Vehicle” on 

page 42).
5. Clean with pressurized water between the body and the frame.
6. Clean the rear of cab.
7. Perform a visual inspection for leaks or wear in this area.
8. When finished, start the engine, lift the body and bring the safety prop back to its vertical 

position, then lower the body (refer to “Body Safety Prop” on page 31).
9. Clean the body all around with water and soap.
10. Rinse.

Caution! Be careful not to send pressurized water on cylinder heads and joints or on electrical 

components such as limit switches.
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Cleaning the MAXIMIZER™ Panel

As cleanliness is part of safety, ensure the equipment works properly by removing any packed 
material around the MAXIMIZER™ panel.

To clean the MAXIMIZER™ panel, proceed this way:

1. Bring the MAXIMIZER™ panel toward the body front until it reaches the end of its stroke.
2. Open the tailgate and set the tailgate safety prop (refer to “Tailgate Safety Prop” on page 33).
3. Perform the lockout/tagout procedure (refer to “Locking Out and Tagging Out the Vehicle” on 

page 42).
4. Remove any bulky garbage.
5. Clean up the section between the MAXIMIZER™ panel and the tailgate using pressurized water.
6. Once finished, start the engine and turn on the hydraulic pump.

7. Move the MAXIMIZER™ panel towards the tailgate in order to retract the cylinder.
8. Stop the hydraulic pump and the engine.
9. Open the MAXIMIZER™ access door.
10. Clean the section between the body front wall and the MAXIMIZER™ panel using pressurized 

water.
11. Open the cylinder access traps (3) by removing their bolts (2 for each trap) and clean 

thoroughly.

Danger! Make sure that nobody is inside or around the truck before starting the engine.

MAXIMIZER™ 
cylinder access 

traps (3) Clean these 
areas
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12. Close the access traps and reinstall all 6 bolts.
13. Exit the body.
14. Start the engine and turn on the hydraulic pump.

15. Slightly raise the body and release the MAXIMIZER™ swing door to let the water out.
16. Finish cleaning using pressurized water.

Hydraulic Oil Leak
In case of a hydraulic oil leak, apply the following procedure:

1. Disengage the hydraulic system and stop the truck engine.
2. Close the main shut-off valve on the suction line.

Figure 4-5      Main shut-off valve

3. Identify the cause of the leak.

Danger! Make sure that nobody is inside or around the truck before starting the engine.

Access trap 
bolts (6)
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4. Report your findings to the maintenance personnel.
5. Before you restart the engine, make sure the pump will not turn and pump any hydraulic oil.

NOTE: In the case of a dry valve system, remove the pump drive shaft from the engine before 
restarting the engine. The same thing applies for a transmission-mounted pump. Do not 
engage it. Tag out the control appropriately.

6. When it is time to start the pump again, make sure the main shut-off valve (see Figure 4-5) is fully 
open.

Caution! Do not let the pump run dry (without oil) or close the main shut-off valve on the hydraulic 

tank even if the pump switch is turned off. Otherwise, the pump will be seriously damaged or 

even destroyed.

Caution! In the case of a hydraulic system leak, disconnect the drive shaft between the pump and the 

engine before driving the vehicle for repair.
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