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To:  All Distributors, Regional Sales Managers, and National Sales Manager 
 
From:   LabriePlus 
 
Model:   AU, EX & FL 
 
Subject:  Update to Node 30 (ELM01271)  
 

 
Automizer and Expert units manufactured between 2013 to 2017 and all Wittke units are equipped 
with a tailgate lighting module identified as Node 30.  The part number for this control module was 
ELM01271.  We have been informed that ELM01271 is no longer available from the supplier and no 
direct replacement is available.  A service kit has been created to replace the ELM01271 control 
module with an ELM01210 control module.  This requires the use of an adapter harness since the 
pin-out of the 55-pin module connector is different between the two modules.  The instructions 
included in this bulletin will cover the replacement procedure. 
 
All future Labrieplus parts orders for ELM01271 will supersede to the SKMU00010 – AU-EX-FL Node 
30 Retrofit Kit. 
 
The SKMU00010 kit includes the following parts: 
  

ELM01210 CTRL, MULTIPLEX CLASS 1 EA 

193841 HARNESS, BODY ADAPTER 1 EA 

ELC05503 DTSCH HDP20 PLUG SZ 16 1 EA 

ELC08000 DEUTSCH CAVITY PLUG SIZ 7 EA 

ELT02500 DEUTSCH SIZE 16 FEML 20 30 EA 

 
The following tools and supplies are also needed to perform this procedure: 
 

• Wire Cutting Pliers 

• Wire Stripping Pliers 

• Crimping Tool for Size 16 Deutsch Terminals 

• Tie wraps and heat shrink tubing 
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NOTE: Be sure to follow all appropriate lockout tag out procedures and work instructions as 
contained in service and repair manuals as well as your standard shop/facility procedures 
before attempting this procedure. 
 

1. Turn battery disconnect switch to the off position or disconnect the battery cables if unit is not 

equipped with a battery disconnect switch. 

 

2. Remove covers from tailgate upper lightbar to access Node 30. 

 

3. Disconnect the 55-pin wire harness connector from the ELM01271 control module. 

 

4. Pull back the split-loom from the first 12-16” of the tailgate harness to expose the wires. 

 

5. Cut the wire harness close to the 55-pin connector. 

 

 
 

6. Strip back .250” of the insulation on each wire and crimp the ELT02500 terminals on the wires 

listed on the appropriate pin-out chart shown at the end of this bulletin. 

 

Note: Only four of the “BATT” wires will be used.  The remaining “BATT” wires should be 

insulated with heat shrink tubing. 
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7. Insert the wires into the ELC05503 31-pin connector according to the appropriate pin-out chart 

shown at the end of this bulletin.  Insert ELC08000cavity plugs into any unused cavities in the 

31-pin connector. 

 

8. Re-install split loom and secure with a tie-wrap. 

 

   
 

9. Connect the 193841 Adapter Harness 31-pin connector (CF3) to the newly installed Tailgate 

Harness 31-pin connector (CM3). 

 

10. Remove the ELM1271 Control Module and install the new ELM01210 Control Module supplied 

in the kit using the existing hardware. 

 

11. Connect the 55-pin connector (CM50) from the 193841 Adapter Harness to the ELM01210 

Control Module. 

 

12. Turn battery switch to the on position or reconnect batteries if unit is not equipped with a 

battery disconnect switch.  Check all functions of the tailgate controller (Node 30). 

 

13. Secure tailgate wire harness and adapter harness with wire ties and reinstall tailgate upper 

light bar panels. 
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MODULE-30 FOR AUTOMIZER/EXPERT LIGHTING 

 

ELM01271 (Old) 
Tailgate Harness 

CM1 
  

ELM01210 (New) 
Adapter Harness 

CM3 

Pin Wire 
Wire 
Color 

Description Pin 

38 BATT Red Module supply 1 

22 BATT Red Output supply 2 

26 BATT Red Output supply 3 

30 BATT Red Output supply 4 

1 105-C White Module Ground 5 

20 105-C White Output Ground 6 

37 
BATT-

30o 
Red o_Power30_enable 7 

19 162Li Brown i_LeftTGLocked_sensor 8 

21 121Li Brown i_LeftTGFullyOpened_sensor 9 

50 121Ri Brown i_RightTGFullyOpen_sensor  10 

51 162Ri Brown i_RightTGFullyOpen_sensor  11 

5 144o Purple o_RearAmberA_light 12 

7 145o Purple o_RearAmberB_light 13 

9 68o Black o_Tail_light 14 

12 139o Grey o_Backup_light 15 

16 143o Purple o_RearStrobe_light 16 

23 175o Yellow o_LeftTGSelect_coil  17 

25 176o Green o_RightTGSelect_coil  18 

27 54o Brown o_Marker_light 19 

29 56o Yellow o_TurnLeft_light 20 

31 57o Green o_TurnRight_light 21 

39 122o Red o_Stop_light 22 

  n.c.   n.c. 23 

  n.c.   n.c. 24 

  n.c.   n.c. 25 

  n.c.   n.c. 26 

  n.c.   n.c. 27 

  n.c.   n.c. 28 

  n.c.   n.c. 29 

32 CAN_L Green Communication 30 

14 CAN_H Yellow Communication 31 
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MODULE-30 FOR WITTKE FL LIGHTING 

ELM01271 (Old) 
Tailgate Harness 

CM1 
  

ELM01210 (New) 
Adapter Harness 

CM3 

Pin Wire 
Wire 
Color 

Description Pin 

38 BATT Red Module supply 1 

22 BATT Red Output supply 2 

26 BATT Red Output supply 3 

30 BATT Red Output supply 4 

1 105-C White Module Ground 5 

20 105-C White Output Ground 6 

37 
BATT-

30o 
Red o_Power30_enable 7 

19 162i Brown i_TGLocked_sensor 8 

21 121i Brown i_TGFullyOpened_sensor 9 

50 316i Brown i_RoofOpened_sensor 10 

51 320i Brown i_RoofClosed_sensor 11 

5 144o Purple o_RearAmberA_light 12 

7 145o Purple o_RearAmberB_light 13 

9 68o Black o_Tail_light 14 

12 139o Grey o_Backup_light 15 

16 143o Purple o_RearStrobe_light 16 

23 175o Yellow o_LeftTGSelect_coil  17 

25 176o Green o_RightTGSelect_coil  18 

27 54o Brown o_Marker_light 19 

29 56o Yellow o_TurnLeft_light 20 

31 57o Green o_TurnRight_light 21 

39 122o Red o_Stop_light 22 

18 327o Brown o_HopperWork_light 23 

33 225 Grey Spare_12 24 

35 226 Grey Spare_13 25 

  n.c.   n.c. 26 

  n.c.   n.c. 27 

  n.c.   n.c. 28 

  n.c.   n.c. 29 

32 CAN_L Green Communication 30 

14 CAN_H Yellow Communication 31 

 


